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Guerra Motorsports Custom Camshaft Recommendation

Customer name: 
Internet screen name: 1Slowhoe
Street Address: 
City, State, Zip, Country: 
Contact phone number: 
E-mail address: 
Cam recommendation:2002 Chevy Tahoe with forged 408 short block, 75cc WCCH ported L92 heads, TVS 2300 blower at 12psi, A4 with 2600 stall, 4.10 gear, 1 7/8” headers with dual cats, 6200 shift point, 6600 rpm rev limiter.
231/239 .598”/.610” 116LSA +1 advance (with 1.7 ratio rockers)
Comp HUC/HUC lobes 54-000-11 3 bolt cam core
13045R/13049R HR116LSA +1 advance (115 installed intake centerline)
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Recommended valve springs: Patriot Extreme Gold .650” dual springs.

Recommended pushrod length: 7.425” chrome-moly.

Static/Dynamic compression with new cam: 10.4:1SCR, 7.50:1DCR.

Ordering instructions:

Contact Geoff at Engine Power Systems: geoff@engpwrsys.com or 225-751-8500.
Submit this order form as an e-mail attachment or by fax: 225-751-8581 (fax).
Geoff will contact you for payment information.

E.P.S. can verify that your custom camshaft is ground properly on their Cam Pro Plus and you will receive a printout of the exact as-built specifications.
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