	
	Engine Torque

@2000rpm
	2:1

Converter

Multiplication
	Transmission

Gear

Ratio
	Rear

Axle
	Available Rear 

Wheel Torque *

(lb-ft)



	Auto
	
	
	
	
	

	6-Speed
	
	
	
	
	

	6L80
	
	
	
	
	

	
	
	
	
	
	

	First
	300
	600
	4.03
	3.42
	8270*

	Second
	300
	600
	2.36
	3.42
	4843

	Third
	300
	600
	1.53
	3.42
	3140

	Fourth
	300
	600
	1.15
	3.42
	2360

	Fifth
	300
	600
	0.85
	3.42
	1744

	Sixth
	300
	600
	0.67
	3.42
	1375

	Reverse
	300
	600
	3.06
	3.42
	6279

	
	
	
	
	
	

	Auto
	
	
	
	
	

	4-Speed
	
	
	
	
	

	4L60
	
	
	
	
	

	
	
	
	
	
	

	First
	300
	600
	3.06
	3.73
	6848

	Second
	300
	600
	1.63
	3.73
	3648

	Third
	300
	600
	1.00
	3.73
	2238

	Fourth
	300
	600
	0.70
	3.73
	1567

	Reverse
	300
	600
	2.29
	3.73
	5125

	
	
	
	
	
	

	First
	300
	600
	3.06
	4.10
	7528

	Second
	300
	600
	1.63
	4.10
	4010

	Third
	300
	600
	1.00
	4.10
	2460

	Fourth
	300
	600
	0.70
	4.10
	1722

	Reverse
	300
	600
	2.29
	4.10
	5633

	* 20% improvement in available torque over the M30 with a 3.73 rear axle


2009 GMT 900

6L80 (MYC)  vs. 4L60 (M30)
Available Rear Wheel Torque

Vortec 5.3L (LY5) 315 hp@5200 rpm / 338 lb-ft@4400 rpm





   Comparison made @ 2000 rpm / 300 lb-ft Torque


   Does not account for frictional losses through torque converter  








